BRETFORD 



TVWW3027OP 
O.S.H.P.D. 

TV MOUNT-WALL 

Assembly Instructions 




OPA-0594 



CAUTION: 

This TV mount is intended to support a TV viewing monitor having a diagonal screen size of 25" - 27" and a maximum 
weight of 1 50 lbs. Use of any other size monitors may result in instability causing possible injury. A qualified profes- 
sional should be used to properly install TV mount and correct mounting hardware. Bretford Manufacturing, Inc. will not 
be liable for the improper use or installation of its products. 

Parts List Hardware List 



Qty. 


Part No. 


Description 


Qty. 


Ref. 


Part No. 


Description 




022-2318 


Back Plate Assembly 


3 


AA 


030-0443 


1/4x3 1/2" Lag Screw 




010-2629 


Back Plate Cover 


4 


BB 


030-0298 


#8 x 3/8" Type 'AB' Truss Head Screw 




010-3324 


Tray, Monitor - Center 


4 


CC 


030-0272 


1/4-20x1/2" Carriage Bolt 




010-3322 


Tray, End - Left 


8 


DD 


030-0736B 


1/4-20 Acorn Nut (1 0 supplied-2 extra) 




010-3323 


Tray, End - Right 


2 


EE 


030-0725 


1/4-20x1" Flat Head Screw 


2 


010-3326 


Side Plate 


4 


FF 


030-0325 


1/4-20 x 1/2" Combo Head Screw 


4 


010-3319 


Clamp Bracket, Slide 


8 


GG 


030-0713 


3/8-1 6 x 5/8" Allen Pan Head Screw 


2 


010-3345 


Clamp Bracket, Slide 


3 


HH 


030-0297 


1/4-20x3/8" Set Screw 


2 


010-3321 


Arm Lock 


6 


II 


030-0720 


3/8 Flat Washer 


2 


010-3329 


Tie-Down Bracket 


2 


JJ 


030-0305 


1/4 Flat Washer 


1 


017-0629 


Pipe 


2 


KK 


030-0708 


Washer, Fiber 


2 


010-3318 


Collar, Coupler 


2 


LL 


030-0304 


1/4-20 x 5/8" Combo Screw 


1 


022-2029 


Support, Swivel 


2 


MM 


030-0256 


1/4-20 Flange Hex Nut 


1 


010-3327 


Support Arm Bracket - LH 










1 


010-3328 


Support Arm Bracket - RH 










2 


010-3960 


Bracket, Mounting-Tray 











Phillips Screwdriver 
Straight Edge Screwdriver 
Adjustable Wrench 



Tools Required 

Rubber Mallet or Hammer 
Electric Drill 



Pipe Wrench 
1/8" Allen Wrench 
7/32" Allen Wrench 



Optional Tools Required 

Nutdriver w/ 1 /4" socket 

7/1 6" Box/Open End Wrench 




OPTIONAL STEP 1 

For your convenience there are two knockout holes in 
the back plate cover. If hard wire cable management 
is installed from behind the wall, knock out one and/or 
two rectangular openings by placing some support 
under the back plate and tapping at the knock out(s) 
with a mallet or hammer. 




STEP 2. 

Complete electrical work before attaching back plate 
cover. Attach back plate cover with four screws (BB). 




STEP 3 

Attach each end tray onto the center tray by interlocking the flanges (see cross section detail). Align the 
square holes and rectangular slots and insert two 1/4-20 carriage bolts (CC) through the top as shown. 
Fasten on loosely with two 1/4-20 acorn nuts (DD). The tray assembly will be adjusted to fit your monitor at 
a later step. 




CC DD 



arm lock 




STEP 4 

Assemble in the following order: 

Insert one 1 /4-20 flat head screw (EE) into the embossed, non-threaded hole on the side plate. First place 
either the short or long slide clamp bracket (depending on your monitor style) over the screw and into the 
notch. Place the second slide clamp bracket (short) over the screw, onto the first bracket and into the 
other notch. Place the flat arm lock over the screw and thread it to a loose fit. 

Repeat this step for the second side plate. Note: If the longer slide clamp bracket is used, it must be positioned 

to the front of the assembly. 




STEP 5 

Insert the open slotted end of the tie-down bracket approximately half way into the slot. Do not tighten the 
screw. 

Repeat this step on the second side plate. 



ASSEMBLY NOTE : 

If you are installing the optional security hardware (TVSECUR), isolation details will be shown to locate and substitute 
security hardware. 



mounting area of 
monitor top 



|\ ^ — tie-down 
bracket 





side view 

To determine which set of tray mounting holes used to mount the side frame supports will depend on the mounting 
area of your monitor (see side view detail). Position the tie-down bracket at the mid point of the monitor top. Mark 
the location of the set of tray holes that are closest to the bracket mounting holes. Install one 1 /4-20 screw (FF) 
or optional 1/4-20 security screw and one 1/4-20 acorn nut (DD) to each corresponding mounting hole. Tighten 
the four side frame support nuts securely. 
ASSEMBLY NOTE : 

If you are installing the optional VCR mount (VCR4-BK), it must be installed now (per its Instruction Sheet) before 
continuing on to the next step. 




place two 2x4 scraps 
under the center tray 
as spacers 

STEP 

Carefully place the monitor 'centered' (side to side) onto 
the center tray. Slide the end plates equally inward until 
they make contact with the monitor sides. Note: No more 
than a 1/4" gap allowed between the bracket and the 
monitor side. Tighten the four tray adjustment nuts under 
the tray. 




Adjust the clamping brackets as follows: 
(?) Press down on each top bracket until it is set 
against the monitor cabinet. (?) Compress each side 
frame bracket until it is set against the monitor cabinet. 
(3) Secure position of brackets by tightening the flat 
head screw on each side frame. 




Attach Bracket to Tray mounting holes to secure rear 
portion of TV. 



pin 




STEP 8 

Install one 3/8-1 6 screw (GG) or optional 3/8-16 security screw into the tapped mounting hole located under 
the installed flat head screw. Do not tighten all the way down. Leave no less than a 1/4" space between the 
screw shoulder and the mounting surface. This will allow the monitor assembly to hook into place in Step 1 3. 




Slip on one fiber washer (KK) and screw on one collar mount until the collar surface is flush 
with the pipe end. Turn the collar mount counter clockwise until the set screw is aligned with 
the nearest slot in the pipe threads. Install and tighten the collar set screw (HH). 




STEP 10 

Insert the pipe through the bottom of the swivel arm support (see Figure 1 ) and out the top. Attach the swivel 
arm support onto the back plate assembly on the wall by placing a fiber washer (KK) onto the pipe and passing 
the pipe through the tube (see Figure 2). Hand tighten on the collar mount until it aligns with a slot in the pipe 
threads. The swivel arm support should have a snug to loose fit. Install and tighten the collar set screw (HH). 




Insert the support arm brackets onto the support arm installing four 3/8-1 6 screws (GG) or optional 3/8-16 
security screws and four 3/8 flat washers (I I) to a loose fit. Measure the width of the monitor base 
assembly (with side plates attached). Set the support arm brackets (inside dimension) equally spaced from 
the swivel point, the width of the monitor base assembly. An additional 1/4" to 1/2" is needed for clearance 
of monitor assembly. Tighten the screws to a snug to loose fit. 




Carefully raise the monitor and align the two screws with the 'L' slot on each support arm bracket. Hook the 
screws at the same time making sure that both screws drop into the bottom of the slot. At this point, check the 
width of the support arm brackets and the monitor shelf side plate brackets. They should be parallel with each 
other. If not, loosen (DO NOT REMOVE) the top bracket screws (from Stepl 2A) and adjust the widths (if 
desired, the support arm brackets may be pressed up against the monitor sides). Retighten the top bracket 
screws. 

Align the monitor mounting hole with the three mounting holes on the support arm bracket. Install and secure 
one 3/8-16 screw (GG)or optional 3/8-1 6 security screw and 3/8 flat washer (I I) on both sides (see Detail 'B'). 
This will allow a preferred forward 'tilt' position of up to 30°. 



STEP 13 



Install set screw (HH) into the tapped mounting hole located in the swivel collar mount. Before tightening 
screw, swivel the monitor to desired position. Tighten set screw once position is set. 



Bretfords OPTIONAL security screws (TVSECUR) can be ordered in place of standard hardware pack 
supplied with the tv mount. 



Bretfords OPTIONAL wire jacket (TVWJK-BK) for cord management can be ordered to contain loose wiring 
from wall back plate assembly (through knock out openings) to the back of the monitor. 
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Office of Statewide Health Planning and Derail 

ANCHORAGE PREnWfRDVAL PROGRAM 

OPA-05M 



int 



EqupmaitMftufetuw B RETFORD MANUFACTURING. INC. 

Equipment Type: WALL MOUNTED, MONITOR SUPPORT BRACKET ■ MODEL* TVWW3027OP & TVWWS036OP 

TE^TIIJft "TVE ADEQUACY Of 1HE MON TOR BRACKET LISTED IN THIS PRE-APFRGVAL HAS 
BY DYNAMO TEST MG IN ACCQS11ANCE WTTH AC-lSfi AND CBC SECTION 16EJ. 



(*> MTjCHIErfT IS TO BE kWt WIT1 1 THE ANCI IORS L'STED BELOW AND INSTALLED AS I 
N fflE CORRESPONDING ICM REPORT- 



\ ■ 1 ■ ■ 






ICBO 
Report No. 






3HT 




..-»> i 1 ; '.w-:I<oli! 




3 


DndftJ 





1. EXPANSION ANCHORS 

W ATTACH HE NT IS TO BE MADE WTH THE ANCHORS L STED BELOW AND INSTALLED AS DESCRIBED 
IN THE CORRESPONDING ICBO REPORT- 

I TtSTWG OF EXPANSION ANCHORS: 
[a} AFTER AT LEAST H HOURS HAVE ELAPSED SINCE USTALLATION, DIRECT PULL TENSION TEST 
OR TORQUE TESI AT LEAST 50% OF THE ANCHORS. 

(M ACCEPTANCE CRTTERA 

(1) DIRECT PULL TT3IS*N TEST; 

THE ANCHOR SHOULD HAVE NO OBSERVABLE MOVEMENT AT THE TEST LOAD A PRACTICAL WAY 
TO WTFRIiNF flWJ RUA3LE MOVEMENT IS THAT THE WASHER BECOMES LOOSE 

E> TORQUE TEST: THE SPECIFIED TORCAJE HJ8T BE REACHED WTTHN ONE HAIF [IffiJTURN OF THE NUT. 

(3HF ANY ANCHOR FAILS. TEST All ANCHORS. 

3, FORCES ARE DETERMINED PER CDC EQUATIONS 32-A1. A3 A A3. 

PLEASE NOTE THAT THESE LOADS HAVE BEEN REDUCED BY ft FACTOR OH hOfc ALLDWAHLb S I HfcSS UbSlGN 




APPROVED 
Fixed Equipment Anchorage 

Oftlc*- cf SlatHnh- MraHh Plinnlng Mid Cur* logmen! 

OP A- 0594 May 23,2003 
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BRETFORD MANUFACTURING* INC 
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TVWW3Q270P & TVWW30350P 
TV. MOUNT - WALL 


DATE 



i. 




hall >natiuRE 
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i^m Mi nerval 



3 
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FROMT ELEVAIJOft 

1 AHCH0RA6E DESIGN PER CALIFORNIA BUILPII^ CCDE - SECTION I632A 
AM? HAVE SEEN FACTORED TO REPRESENT HORfclNS DE5I6N L0AO5, NOT UL l IMATE 
HflRI70NT"AJ FORCE * - fC a = 1* . R p - 3 .a p = 25J 

VERTICAL FORCE fV = 0330^1 

2. cektec of SftAvirr fcsj ^isni is a haxihjm. rms p^-aprroval encompa*^ all eights 

UP TO THE KA.XJMJM t*FI6HT TO*. 

3. ENGINEER OF RECORD FOE THE BUILDING 5HALL FROYIPF ^iUPFtfRT STRUCTURE 
DESIGNEE? TO ^UPf^T kCI(&HT5 At© FORCES SllOW. 



4. SBE GENERAL NOTES; *«ET& I 4 2. 
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BRETFORD MANUFACTURING, INC, 
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4 
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TVWW302TOP & TVVVW3035OP 
TY. MOUNT - MMLL 


EU1F ATS/OJ 
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BRETFORD MANUFACTURING, INC 


« R. LA BHE 


5 




TVWW3027OP & TVWW3Q350P 
TV. MOUNT - mil 


Dun 
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BRETFORD MANUFACTURING, INC. 
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job JHK22 
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TVWW3027OP & TVWW3035OP 
TV. MOUNT - WALL 


EMTE VJ9/UJ 



Tipj= WlflMOLT 
tfnw = 233 LBS^BCL r 

V™ ■ Ml LB&'BlLT 



SHALL DE5J6H 
rt*LL SATIRE 




H3TE5: 

I. FORiCES ARE DFJERMNED FER 2C0I CALIFORNIA BUILDJNS CODE - SECTION t632A 
AND ttAVt DUN rAC-TORfJC TC RETSECtNr HCR<lN6 PE5K3M LOA£>5, HOT ILT1MME 



J&G , Rfl 5 3 , a, 



25} 



hokizcwal ecjrle fvhJ * j^w fc a 

VfcRUOAL FORCE (V V J = 0.33W 

J. FORCES Af?t MAX1MH3 AW OCOK hHEH EQUIPMENT rS HOV 
MOST ECCENTRIC POSITION. 

3 CENTER OF GRAVITY kfclGHT IS A MAXIfW IHGWDtl? 
ALL HtieHTS UP TO I HE HAXIMJM HEI6HI SHOWN. 

1 ENGINES Of" RECORD SHALL FROVIDF WAL1 57RU6HRE 
DESIGNEL} TO W^.T HBgHTS AM? FORCES SHOWN. 
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TVWW3027OP & JVWW3035OP 
TV MOUNT - WALL 
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BRETFORD MANUFACTURING, INC 
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LOADS' 

hEl6+H = 224 LBS 
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